Work Order Tracking (Tr)

Work Order Tracking (Tr)

Query - Find Work Order D -
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ListView  Work Order Plans  Actuals  Activities  Measurements  Axle Configuration  Related Records
Work Order: 3144770 (YARD) METRO MOW WEEKLY TRACK INSPECTION WAI| | & Aftachments
Classification; IMTA \ METRO Site: ME1

Classification Description: MTA - METRO Failure Class: :

Asset:’ 2 L& Problem Code:

Alias: Priority:|

Location: CHAIN_MARK Metro Chain Markers R ] Asset/Location Priority: |

Work Location: L4 Is Task?

Work Type: PM Parent WO:'

Status: APPR
Status Date: 11/03/17 08:37:04 AM
Reported By: ;MTAQRON

Phone:

Reported Date: 10/27/17 04:19:36 AM [

Warranty Situation Present: N

Maintenance Alert?: !

Repair Order?

Has Follow-up Work?

Quick PM?
On Behalf Of:
Consist: 2> L4
Asset Details B Costs
Year: Total Planned Cost: 0.00

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=1501&csrftoken=... 11/3/2017



§ 0.—_!3>_~<_|>ZU DEPARTMENT OF TRANSPORTATION.
MARYLAND TRANSIT ADMINISTRATION

RIGHT OF WAY INSPECTION REPORT

Inspection Date: /)~ § -/ 2 Inspection Area: .v\\%\.b\ @® walkking O Riding Parert WO # 3/ Q&\ / N&
Item Exception Chain Marker z:mgumq Track Position Switch Exception Codes v.:o..#< Alias
Fromi Te No. No. Component Defect 1-5

1

2

3

4

5

6

7

8

EXCEPTION REMARKS

1 A/ . [/ /N oA/ _ |wos

: TV VP JJeFers os

3 . . (WO #

4 Wo #

5 Wo #

6 WO #

7 wo#

8 Wo#

inspection Completed? Yes @ mo O If No, Why?
__Use frrtrcy e bo Bidy—
Track Inspector (Print) /" ﬂ\m& Inspector (Signature)
Track Inspector \h\wmc N b Track .Sm.am.n“ r(Signature) .
s \AHNWWWNI \dmmw L
; Watchman (Signature)
. [-ST7
Supervisory (Signature) ite

Page




Work Order

A Y
2013920
2887238
2051516
2121272
2014136
2966276
2017772
2013790
2013914
2014930
2015370
2963736
2962855
2014159
2013961
2051509
2966263
2013930
2014924
2061562
2014925
1 67
2500284
2014158
2013931
2017790
2861618
2404826
2017767
2017769
2900896
2966271
2051507
2017797
2122219
2122221
2220249
2013802
2122222
2017701
2014138
2014102
2013969
Z 79
204,945
2122224

wbennett

Description

YARD W Frog Point/Riser Worn YD 15 SW 19A

YARD W Contact Rail Top Worn YD 1 SW 171B 362+60

YARD W Contact Rail Bracket Disconnected SW 171 A 366+85
YARD W Rail Side Worn (29 deg) YD 15 SW 1714 366+80

YARD W Frog Toe Bolt Loose (3) SW 167B

YARD W Coverboard Bracket Bent YD 1 SW 167A

YARD W Closure Rail Side Worn (27-34 Deg) SW 167A

YARD W Stock Rail&Switch Point (33 deg) YD 1 SW 167A

YARD W Frog Side Worn SW 167A (27Deg)

YARD W Contact Rail Burnt/Mismatched SW 163 363+10

YARD W Tie Saver Pad Missing YD 2 SW 163 363+10

YARD W Running Rail / Stock Rail Top Worn SW 161 363+60-363+30
YARD W Curve Stock Rail Side Worn (N} (26 deg) YD11 SW 151

YARD W Switch Point Side Worn (N) (26 deg) YD11 SW 151

YARD W Closure Rail Side Worn (S) (25 deg) YD 11 SW 151

YARD W Switch Point Side Worn (S) YD 5 SW 143

YARD W Switch Point Side Worn (S) Yd 5 SW 141

YARD W Stock / Closure / Sw Pt Side Worn (31Deg) YD 13 SW 139
YARD W Contact Rail Approach Mismatch/Burnt SW 137 362+00
YARD W Closure Rail Tie Saver Pad Missing YD 3 SW 137

YARD W Standard Joint Track Bolt Missing (2) YD 1 135A

YARD W Running Rail Tie Saver Pad Missing YD 2 SW 1338

YARD W Standard Joint Tack Bolt Missing YD 2 SW 133B

YARD M Ties Cracked (9) YD 1 SW 129A CM 354 « N TR ta ey
YARD E Concrete Ties Broken (2) YD 2 SW 1278 347+90 ! W“‘ff' -:_5“"“}
YARD E Contact Rail Insulator Cup Missing YD 2 SW 1278 <7~
YARD E Concrete Tie Broken (3) YD 1 SW 127A

YARD E Stock Rail / Running Rail (N) (29 Deg) YD1 SW 127A

YARD E Switch Poiint/Rail Side Worn YD 1 SW 127 A

YARD E LH Stock Rail Side Worn (22 deg) YD 6 SW 119

YARD E LH Stock Rail/Switch Point Side Worn (22 deg) YD 6 SW 117
YARD E Closure/Stock/Switch Point/Frog Side Worn YD 3 (29 Deg)
YARD E Stock/Switch Point/Closure/Frog Side Worn (29 Deg) YD 3 SW 113
YARD E Switch Point/Closure Rail Side Worn (25 Deg) YD 3 SW 111
YARD E Concrete Tie Cracked (1) YD 11 SW 107

YARD E Stock Rail Top Worn SW 103 345 - 345+50F

YARD E Rail Top Worn SW 103

YARD E RH Heel Block Bolt Loose (2) (N) SW 103

YARD E Closure Rail Insulated Plate Broken (N} YD 3 SW 103

YARD E Stock Rail Top Worn (S) SW 101 344+45-344+65

YARD E Standard Joint Mismatched (S) YD 11 344+25 Sw 101

YARD E Standard Joint Battered (N) SW 101

YARD E Contact Rail Anchor Cotter Pin Missing SW 101 334420
YARD E Wide Gauge Ahead of Bend ( Exceeds 57") SW 101

YARD E Ties Cracked (3) YD 11 344+20 SW 101

YARD E Stock Rail Side Worn (22 Deg) SW 101

YARD E Rail Top Worn (S) SW 101 344+60 - 345+00

Page 1

Work Location

WABYARDSW19A
WABYARDSW171B
WABYARDSW171A
WABYARDSW171A
WABYARDSW 1678
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSW163
WABYARDSW163
WABYARDSW161
WABYARDSW151
WABYARDSW151
WABYARDSW151
WABYARDSW143
WABYARDSW141
WABYARDSW139
WABYARDSW137
WABYARDSW137
WABYARDSW135A
WABYARDSW133B
WABYARDSW133B
WABYARDSW129A
WABYARDSW127B
WABYARDSW127B
WABYARDSW127A
WABYARDSW127A
WABYARDSW127A
WABYARDSW119
WABYARDSW117
WABYARDSW113
WABYARDSW113
WABYARDSW111
WABYARDSW107
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101

Status

APPR
APPR
APPR
MONITOR
APPR
APPR
WAPPR
APPR
MONITOR
APPR
APPR
APPR
APPR
WAPPR
APPR
APPR
MONITOR
MONITOR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
WAPPR
MONITOR
APPR
MONITOR
MONITOR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
WAPPR
MONITOR
MONITOR

Reported Date

7/21/15 12:15 PM
7/21/15 2:06 PM
4/28/17 2:29 PM
8/19/15 8:02 AM
10/9/15 2:53 PM
7/21/155:33 PM
7/24/15 5:00 PM

7/24/15 11:15 AM

7/21/15 11:53 AM
7/21/15 2:01 PM
7/22/15 5:59 AM
7/22/15 2:39 PM
6/20/17 7:12 AM

12/27/13 11:28 AM

7/21/15 6:10 PM
7/21/15 2:17 PM
8/19/15 8:01 AM
6/22/17 7:52 AM
7/21/15 2:09 PM
7/22/15 5:49 AM
8/27/15 3:10 PM
7/22/15 5:52 AM
8/27/15 3:17 PM
12/27/12 3:00 PM
7/21/15 6:08 PM
7/21/15 2:09 PM
7/24/15 11:41 AM
4/8/17 2:51 PM
5/10/16 10:57 AM
7/24/15 11:10 AM
7/24/15 11:11 AM
5/5/17 8:52 AM
7/24/15 4:00 PM
8/19/15 7:58 AM
7/24/15 12:18 PM
10/10/15 5:11 AM
10/10/15 5:22 AM
12/18/15 1:52 PM
7/21/15 12:01 PM
10/10/15 5:29 AM
7/24/15 9:09 AM
7/21/15 5:35 PM
7/21/15 5:12 PM
7/21/15 2:23 PM
12/27/12 3:00 PM
8/11/15 3:00 PM
10/10/15 5:37 AM

9/9/2017



2017700
3066872

1184
+14036
2013754
2083467
2812577
2111268
2122230
2742130
2121276
2589645
2822765

whennett

‘YARD E standard Joint Mismatched (S) SW 101 344450

Yard E No Safety Hand Railing Trk1 373+50-373+75
YARD W Rail Side Worn (S) YD 1 372+80-374+30
YARD W Out of Surface YD 1 369+20-366+70

YARD W Coverboard / Splice Plate YD 1 368+80

YARD W Mono Block Tie Cracked YD 15 366+80
YARD W Self Guarded Frog Side Worn 364+00

YARD W Contact Rail End Approach Top Worn YD 11 W 362+00

YARD E Rail Side Worn (32 deg) YD 11

YARD E Contact Rail End Approach Mismatch 348 YD 2
YARD E Contact Rail End Approach Mismatch YD 7 346+65
YARD E Frog Side Worn CM 346

YARD E Standard Joint Bolt Missing 345+50

Page 2

WABYARDSW101
373w
373W
365W
368W
366W
364W
362W
349W
348wW
346W
346W
345W

APPR
APPR
MONITOR
HOLD
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR

7/24/15 9:05 AM
9/1/17 3:44 PM
8/13/156:¢ 1
7/21/15 3:12 PM
7/21/15 11:25 AM
9/12/15 9:38 AM
3/7/17 8:02 AM
10/2/15 8:18 AM
10/10/15 5:44 AM
1/16/17 9:02 PM
10/9/15 3:02 PM
9/22/16 7:26 AM
3/14/17 12:00 PM

9/9/2017



Work Order Tracking (Tr)

Work Order Tracking (Tr)

Page 1 of 1

[} BMXAA4591 - Status change
Query Find Work Order v Select Action hd r; o f‘a l:;,; 3:.
ListView  wWork Order  Plans  Actuals  Activities  Measurements  Axle Configuration  Related Records
Work Order: 3155619 (YARD) METRO MOW WEEKLY TRACK INSPECTION WA| | 1 Attachments |
Classification: MTA\METRO Site: ME1
Classification Description; MTA - METRO Failure Class:
Asset:: X7 iF Problem Code:
Alias: Priority:
Location: CHAIN_MARK 2 Metro Chain Markers ot 3 Asset/Location Priority:
Work Location:% ' 4 4 Is Task?
Work Type: %PM Parent WO:
Status: APPR

Status Date:

Reported By:
Phone:

Reported Date:

11/05/17 07:00:39 AM

MTACRON

11/03/17 04:16:36 AM ¢ [T,

Warranty Situation Present: N

Maintenance Alert?:

Repair Order?

Has Follow-up Work?

Quick PM?
On Behalf OF: | »
Consist: e L3
Asset Details B8 Costs
Year: Total Planned Cost: 0.00
http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=1743&csrftoken=... 11/5/2017



N

MARYLAND DEPARTMENT OF TRANSPORTATION
MARYLAND TRANSIT ADMINISTRATION

RIGHT OF WAY INSPECTION REPORT

Inspection Date: : ” &‘) \ 7 Inspection Area: «V\.»\RN @ walking ORiding Parent WO # W ~ %w\. Q \ &
Item Exception Chain Marker Number Track Position Switch Exception Codes Priority Alias
From To No. No. Component Defect 1-5
1
2
3
4
5
6
7
8
Use Priority Coding:
, EXCEPTION REMARKS
/ il [\ /! ) Child WO #
IV () V& W i ¥ N.ln.ﬁ\\rv Child WO #
. Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
Inspection Completed? Yes @ No O If No, Why?
Joe &3«\%?3 2v m%é. &J\k\\
Track Inspector (Print) Track S}mnuo\. (Signatufé)
d.mnx Inspector (Print) . Track Inspector (Signature)
Ao 1 il (Dot
atchman (Print) % \! \x Q \M\ g Q\\ MN\! Watchman (Signature)
/P17
Supervisory (Signature) —ate

Pa,




wbennett

Page 1

Work Order Description

2822765
210 5
2589645
2742130
2122230
2111268
2812577
2083467
2013754
2014036
2044184
3084714
3066872
2014102
2013969
2966279
2041945
2122224
2122222
2017701
2017700
200 8
2013502
2122221
2220249
2122219
2017797
2051507
2966271
2900896
2017769
2017767
2404826
2861618
2017790
2014158
2013931
2966284
2061567
2014925
2061562
201774
201. .5
2966263

YARD E Standard Joint Bolt Missing 345+50

YARD E Contact Rail End Approach Mismatch YD 7 346+65
YARD E Frog Side Worn 346+00

YARD E Contact Rail End Approach Mismatch 348+00 YD 2
YARD E Rail Side Worn (32 deg) YD 11

YARD W Contact Rail End Approach Top Worn YD 11 W 362+00
YARD W Self Guarded Frog Side Warn 364+00

YARD W Mono Block Tie Cracked YD 15 366+80

YARD W Coverboard / Splice Plate YD 1 368+80

YARD W ‘Out of Surface YD 1 369+20-366+70

YARD W Rail Side Worn (S) YD 1 372+80-374+430

YARD Insulator Cup Broken 373+68

YARD E Hand Railing Missing YD 1 373+50-373+75

YARD E Contact Rail Anchor Cotter Pin Missing SW 101 334+20
YARD E Stock Rail Wide Gauge Ahead of Bend ( Exceeds 57") SW 101
YARD E Ties Cracked (3) YD 11 344420 SW 10T

YARD E Stock Rail Side Worn (22 Deg) SW 101

YARD E Rail Top Worn (S) SW 101 344+60 - 345+00

YARD E Stock Rail Top Worn (S} SW 101 344+45-344+65

YARD E Standard Joint Mismatch (S) YD 11 SW 101 344+25
YARD E Standard Joint Mismatched (S} SW 101 344+50

YARD E Standard Joint Battered (N) SW 101

YARD E Closure Rail Plate Broken (N) YD 3 SW 103

YARD E Rail Top Worn SW 103

YARD E RH Heel Block Bolt Loose (2) {(N) SW 103

YARD E Stock Rail Top Worn SW 103 345 - 345+50E

YARD E Concrete Tie Cracked {1) YD 11 SW 107

YARD E Switch Point/Closure Rail Side Worn (25 Deg) YD 3 SW 111

YARD E Stock/Switch Point/Closure/Frog Side Worn (29 Deg) YD 3 Sw 113

YARD E Closure/Stock/Switch Point/Frog Side Worn YD 3 (29 Deg)
YARD E LH Stock Rail/Switch Point Side Worn (22 deg) YD 6 SW 117
YARD E LH Stock Rail Side Worn (22 deg) YD 6 SW 119

YARD E Switch Poiint/Rail Side Worn YD 1 SW 127 A

YARD E Stock / Running Rail Side Worn (N} (29 Deg) YD1 SW 127A
YARD E Concrete Tie Cracked/Split (3) YD 1'5W 127A

YARD E Concrete Ties Cracked (5) YD 2 SW 1278 347+90

YARD E Contact Rail Insulator Cup Missing YD 2 SW 1278

YARD M Ties Cracked (9) YD 1 SW 129A CM 354

YARD W Standard Joint Bolt Missing YD 2 SW 133B

YARD W Running Rail Tie Saver Pad Missing YD 2 SW 133B

YARD W Standard Joint Bot Missing (2) YD 1.135A

YARD W Closure Rail Tie Saver Pad Missing YD 3 SW 137

YARD W Contact Rail Approach Mismatch/Burnt SW 137 362+00
YARD W Stock / Closure / Sw Pt Side Worn (31Deg) YD 13 SW 139

Work Location
345W

346W

346W

348W

349W

362W

364W

366W

368W

369W

373W

373W

373W
WABYARDSW101
WABYARDSW101
WABYARDSWI0T
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW107
WABYARDSW111
WABYARDSW113
WABYARDSW113
WABYARDSW117
WABYARDSW119
WABYARDSW127A
WABYARDSW127A
WABYARDSW127A
WABYARDSW1278
WABYARDSW127B
WABYARDSW129A
WABYARDSW1338
WABYARDSW1338

WABYARDSW135A

WABYARDSW137
WABYARDSW137
WABYARDSW139

Status
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
APPR
MONITOR
MONITOR
MONITOR
APPR
MONITOR
APPR
APPR
MONITOR
APPR
MONITOR
APPR
MONITOR
MONITOR
APPR
MONITOR
MONITOR
MONITOR
MONITOR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
MONITOR
MONITOR

11/7/2017

Reported Date

3/14/17 12:00 PM
10/9/15 3:02 PM
9/22/16 7:26 AM
1/16/17 9:02 PM

10/10/15 5:44 AM
10/2/15 8:18 AM

3/7/17 8:02 AM
9/12/15 9:38 AM

7/21/15 11:25 AM
7/21/15 3:12 PM
8/13/15 6:03 AM
9/15/17 3:28 PM

9/1/17 3:44 PM
7/21/15 5:12 PM
7/21/15 2:23 PM

12/27/12 3:00 PM
8/11/15 3:00 PM

10/10/15 5:37 AM

10/10/15 5:29 AM
7/24/15 9:09 AM
7/24/15 9:05 AM
7/21/15 5:35 PM

7/21/15 12:01 PM

10/10/15 5:22 AM

12/18/15 1:52 PM

10/10/15 5:11 AM

7/24/15 12:18 PM
8/19/15 7:58 AM
7/24/15 4:00 PM

5/5/17 8:52 AM

7/24/15 11:11 AM

7/24/15 11:10 AM

5/10/16 10:57 AM

4/8/17 2:51 PM

7/24/15 11:41 AM
7/21/15 6:08 PM
7/21/15 2:09 PM

12/27/12 3:00 PM
8/27/15 3:17 PM
7/22/15 5:52 AM
8/27/15 3:10PM
7/22/15 5:49 AM
7/21/15 2:09 PM
6/22/17 7:52 AM



wbennett

2051509
2013961
290 5
2963736
2014159
2015370
2014930
2013914
2014136
2017772
2013790
2966276
2121272
2051516
2887238
2013920
2013817
3144770
3155619
3093399
3093369
3135970

306 2

Page 2

YARD W Switch I;oint Side Worn (S) Yd 5 SW 141

YARD W Switch Point Side Worn (S) YD 5 SW 143

YARD W Switch Point Side Worn (N} (26 deg) YD11 SW 151
YARD W Curve Stock Rail Side Worn (26 deg) YD11 SW 151
YARD W Closure Rail Side Worn {S) (25 deg) YD 11 SW 151
YARD W Running Rail / Stock Rail Top Worn SW 161 363+60-363+30
YARD W Tie Saver Pad Missing YD 2 SW 163 363+10

YARD W Contact Rail Burnt/Mismatched SW 163 363+10
YARD W Coverboard Bracket Bent YD 1 SW 167A

YARD W Stock Rail/Switch Point (33 deg) YD 1 SW 167A

YARD W Frog Side Worn SW 167A {27Deg)

YARD W Ciosure Rail Side Worn (27-34 Deg) SW 167A

YARD W Frog Bolt Loose (3) SW 167B

YARD W Rail Side Worn (29 deg) YD 15 SW 171A 366+80

YARD W Contact Rail Bracket Disconnected SW 171 A 366+85
YARD W Contact Rail End Approach Burnt/Mismatch YD 1 SW 171B 362+
YARD W Frog Point/Riser Worn YD 15 SW 19A

(YARD} METRO MOW WEEKLY TRACK INSPECTION WALKING
(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
Tri-Monthly Yard SWINSP Track 2,3,4

(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
{YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING

WABYARDSW141
WABYARDSW143
WABYARDSW151
WABYARDSW151
WABYARDSW151
WABYARDSW161
WABYARDSW163
WABYARDSW163
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSW167B
WABYARDSW171A
WABYARDSW171A
WABYARDSW171B
WABYARDSWIGA

MONITOR
MONITOR
MONITOR
MONITOR
MONITOR
MONITOR
APPR
APPR
APPR
MONITOR
APPR
MONITOR
APPR
MONITOR
APPR
APPR
MONITOR
COMP
APPR
APPR
APPR
APPR
APPR

11/7/2017

8/19/15 8:01 AM
7/21/15 2:17 PM

12/27/13 11:28 AM

6/20/17 7:12 AM
7/21/15 6:10 PM
7/22/15 2:39 PM
7/22/15 5:59 AM
7/21/15 2:01 PM
7/21/15 5:33 PM
7/24/15 11:15 AM
v/21/15 11:53 AM
7/24/15 5:00 PM
10/9/15 2:53 PM
8/19/15 8:02 AM
4/28/17 2:29 PM
7/21/15 2:06 PM
7/21/15 12:15PM
10/27/17 4:19 AM
11/3/17 4:16 AM
9/22/17 4:20 AM
9/22/17 4:20 AM
10/20/17 4:17 AM
5/15/17 4:17 AM



Work Order Tracking (Tr)

Work Order Tracking (Tr)

Query v

List View Work Order  Plans  Actuals  Activities

Work Order:
Classification:
Classification Description:
Asset:’

Alias:

Location:
Work Location:
Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

Find Work Order v

Page 1 of 1
|“ o ‘}J ::

:AJEFFERSON

410-454-1804

111317 10:59:04 AM | [T,

Measurements  Axle Configuration Related Records
3167723 state center to upton ML1- CM 073 i Alachments
METRO_MAINT Site: ME1
Metro Maintenance Failure Class:
& Problem Code:
Priority:;'
METROMOW Maintenance of Ways 4 Asset/Location Priority:
QMETROMOWE Maintenance of Ways b Is Task?
GEN v Parent WO:
APPR Warranty Situation Present: N
11/13/17 11:05:54 AM

Maintenance Alert? ;

Repair Order?

Has Follow-up Work?

Quick PM?
On Behalf Of::
Consist: I_,\}
Asset Details 8 Costs
Year: Total Planned Cost: 0.00

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=89&csrftoken=3... 11/13/2017



Equ>w<_|>z_u DEPARTMENT O_u ._._~>Zm_u0_~4.>._._02

MARYLAND TRANSIT >UZ_Z_m._.D>._._OZ

RIGHT OF WAY SPECIAL INSPECTION REPORT

/ .
Inspection Date: //— /2~ /7 Inspection Area: S747% § g for’ @ Walking ORiding parentwo# 3/ 7“7 X5
Item Exception Chain Marker Number Track Position Switch Exception Codes Priority| Work Order
From To No. No. Component Defect 1-5 No. R
1| ©93+00 [ XO3 X-0/ Z 317378
2
3
4
5
Use Priority Coding:
INSPECTION REMARKS
Cil OT73 s [ 7 Guw Zwo HLocF 7 rs CRICEAL 7ud Pl
P
A fesiiicto— (07s \,w\m.w 2w 200 \\\ 4
REASON FOR SPECIAL INSPECTION: \ Rlc K % 7R O Qﬁ‘ N\& 4 mw \\\ \\r C etk 4ol Q\M\%\&V
o [ SEFTA Sor YT =
Track Inspector (Print) Track ¥nspector (Signature) f\ \\ \
Track Ins, _._ow (P. Track Inspector _\.m..ba ~
n.\\J “‘@ -4 \F.Sln \\Nr\{.\ hs\\b\.\
Watchran (Print) " Watchman «mﬁamﬁx@_
f=>=I7

Supervisory (Siggature)
 frridig Bd 2

" Date



Work Order Tracking (Tr) Page 1 of 1

. Work Order Tracking (Tr) [ BMXAA4591 - Status change
) | . e A =1 s
Query - Find Work Qrder A 4 1 Select Action - ¥ o -_qj (-"v" X

ListView  Work Order  Plans  Actuals  Activities ~ Measurements  Axle Configuration  Related Records

Work Order: 3164642 (YARD) METRO MOW WEEKLY TRACK INSPECTION WAL| 3 Attachments {
Classification: IMTA\METRO y Site: ME1
Classification Description: MTA - METRO Failure Class:
Asset: L& Problem Code:
Alias: Priority:
Location: CHAIN_MARK Metro Chain Markers 4 Asset/Location Priority: |
Work Location:é ) L4 Is Task?
Work Type:|PM | ™ Parent WO:'

Status: APPR Warranty Situation Present: N

Status Date: 11/11/17 03:29:54 PM Maintenance Alert').

Reported By:: MTACRON Repair Order?

Phone:
one Has Follow-up Work?

Reported Date: 11/10/17 04:19:35 AM 77,

Quick PM?
On Behalf Of::
Consist: oz i4
Asset Details & Costs
Year: Total Planned Cost: 0.00

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=2594&csrftoken... 11/11/2017



MARYLAND TRANSIT ADMINISTRATION

RIGHT OF WAY INSPECTION REPORT

InspectionDate: //~ /4~ Vi Inspection Area: wmsh\ @ walking ORiding Parent WO # Nv\m Y442
Item Exception Chain Marker Number Track Position Switch Exception Codes Priority Alias
From To No. No. Component Defect 15
1| 386+ /0 / N [42-A T-02? T-c4¢ 2 | Thwy
2 | 3¢34 30 [ ) 121-8 T-4¢ T-06¢ % 2 |Tmw
3 | 3¢r¢ §0 / Y /51 R-0% - 0¢% 2 [Thwf
4
5
6
7
8
Use Priority Coding: I.H 3
EXCEPTION REMARKS
[ W\A@N M\os\h Aol \N.MMNR(W Child WO #
2 \\M.?w Pornd  Stofe  pori Ehild WOrs
3 \\\ il fm§ tole.  wosra Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
If No, Why?

Inspection Completed? Yes @ No O

Joe Rrockneqer

Track Inspector (Print) 7

Track Inspector (Print)

Crlbin &

Jun

5T

Watchman (Print) '

Supervisory (Signature)

b g

Trackffispector (Signattre)

Track Inspector (Signature)

[P Bl

Watchman (Signature)

[/~ (S]]

"~ ___ Date P




wbennett

Page 1

Work Order Description‘

'!0-"“765
. .1276
2589645
2742130
2122230
2111268
2812577
2083467
2013754
2014036
2044184
3084714
3066872
2014102
2013969
2966279
2041945
2122224
2122222
2017701
2017700

138
2013802
2122221
2220249
2122219
2017797
2051507
2966271
2900896
2017769
2017767
2404826
2861618
2017790
2014158
2013931
2966284
2061567
2014925
2061562
274924
2. 530
2966263

YARD E Standard Joint Bolt Missing 345+50

YARD E Contact Rail End Approach Mismatch YD 7 346+65
YARD E Frog Side Worn 346+00

YARD E Contact Ralf End Approach Mismatch 348+00°YD 2
YARD E Rail Side Worn {32 deg) YD 11

YARD W Contact Rall End Approach Top Worn YD 11 W 362+00
YARD W Self Guarded Frog Side Worn 364+00

YARD W Mono Block Tie Cracked YD 15 366+80

YARD W Coverboard / Splice Plate YD 1 368+80

YARD W Out of Surface YD 1 369+20-366+70

YARD W Rail Side Worn (S) YD 1 372+80-374+30

YARD Insulator Cup Broken 373+68

YARD E Hand Railing Missing YD 1 373+50-373+75

YARD E Contact Rail Anchor Cotter Pin Missing SW 101 334+20
YARD E Stock Rail Wide Gauge Ahead of Bend { Exceeds 57") SW 101
YARD E Ties Cracked (3) YD 11' 344+20'SW 101

YARD E Stock Rail Side Worn (22 Deg) SW 101

YARD £ Rail Top Worn (S) SW 101 344+60 - 345400

YARD E Stock Rail Top Worn (S) SW 101 344+45-344+65

YARD E Standard Joint Mismatch (S) YD 11 SW 101 344+25
YARD E Standard Joint Mismatched (S} SW 101 344+50

YARD £ Standard Joint Battered (N) SW 101

YARD E Closure Rail Plate Broken (N) YD 3 SW 103

YARD E Rail Top Worn SW 103

YARD E RH Heel Biock Bolt Loose (2) (N) SW 103

YARD E Stock Rail Top Worn SW 103 345 - 345+50E

YARD E Concrete Tie Cracked (1) YD 11 SW 107

YARD E Switch Point/Closure Rail Side Worn (25 Deg) YD 3 SW 111

YARD E Stock/Switch Point/Closure/Frog Side Worn (29 Deg) YD 3 SW 113

YARD € Closure/Stock/Switch Point/Frog Side Worn YD 3 {29 Deg)
YARD E LH Stock Rall/SWItch Point Side Worn (22 deg) YD 6 SW 117
YARD E LR Stock Rail Side Worn (22 deg)r YD 6 SW 119

YARD E Switch Poiint/Rail Side Worn YD 1 SW 127 A

YARD E Stock / Running Rail Side Worn {N) {25 Deg) YD1 SW 127A
YARD E Concrete Tie Cracked/Split (3) YD 15W 127A

YARD E Concrete Ties Cracked (5) YD 2 SW 127B 347+90

YARD E Contact Rail Insulator Cup Missing YD 2 SW 127B

YARD M Ties Cracked (9} YD 1 SW 129A CM 354

YARD W Standard Joint Bolt Missing YD 2 SW 133B

YARD W Running Rail Tie Saver Pad Missing YD 2 SW 1338

YARD W Standard }omt Bolt Missing (2) YD 1135A

YARD w Closure Raﬂ Tie Saver Pad Missmg YD 3 SW 137

YARD W Contact Rail Approach Mismatch/Burnt SW 137 362+00
YARD W Stock / Closure / Sw Pt Side Worn (31Deg) YD 13 SW 139

Work Location
345W

346W

346W

348W

349W

362W

364W

366W

368W

369W

373W

373W

373W
WABYARDSW101
WABYARDSW101
WABYARDSW 101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW107
WABYARDSW111
WABYARDSW113
WABYARDSW113
WABYARDSW117
WABYARDSW119
WABYARDSW127A
WABYARDSW127A
WABYARDSW127A
WABYARDSW1278
WABYARDSW127B
WABYARDSW129A
WABYARDSW133B
WABYARDSW133B
WABYARDSW135A
WABYARDSW137
WABYARDSW137
WABYARDSW139

Status
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
APPR
MONITOR
MONITOR
MONITOR
APPR
MONITOR
APPR
APPR
MONITOR
APPR
MONITOR
APPR
MONITOR
MONITOR
APPR
MONITOR

MONITOR

MONWOR
hﬂOhﬂTOH
APPR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
MONITOR
MONITOR

11/7/2017

Reported Date

3/14/17 12:00 PM
10/9/15 3:02 PM
9/22/16 7:26 AM
1/16/17 9:02 PM
10/10/15 5:44 AM
10/2/15 8:18 AM
3/7/17 8:02 AM
9/12/15 9:38 AM
7/21/15 11:25 AV
7721715 3:12 PV
8/13/15 6:03 AV
9/15/17 3:28 PM
9/1/17 3:44 PN
7/21/155:12 PV
7/21/15 2:23 PNV
12/27/12 3:00 PN
8/11/15 3:00 PV
10/10/15 5:37 AN
10/10/15 5:29 AN
7/24/15 9:09 AN
7/24/15 9:05 AN
7/21/15 5:35 PN
7/21/15 12:01 PN
10/10/15 5:22 AN
12/18/15 1:52 PN
10/10/15 5:11 AN
7/24/15 12:18 PN
8/19/15 7:58 AN
7/24/15 4:00 Ph
5/5/17 8:52 AN
7/24/15 11:11 AN
7/24/15 11:10 AN
5/10/16 10:57 AN
4/8/17 2:51 PA
7/24/15 11:41 AN
7/21/15 6:08 PN
7/21/15 2:09 PN
12/27/12 3:00 PN
8/27/15 3:17 P\
7/22/15 5:52 AN
8/27/15 3:10 PN
7/22/15 5:49 AN
7/21/15 2:09 PA
6/22/17 7:52 AN



wbennett

2051509
20 51
206,555
2963736
2014159
2015370
2014930
2013914
2014136
2017772
2013790
2966276
2121272
2051516
2887238
2013920
2013817
3144770
3155619
3093399
3093369
3135970
3 la2

Page 2

YARD W Switch Point Side Worn (S) Yd 5 SW 141

YARD W Switch Pojnt Side Worn (S) YD 5 SW 143

YARD W Switch Point Side Worn (N) (26 deg) YD11 SW 151
YARD W Curve Stock Rail Side Worn (26 deg) YD11 SW 151
YARD W Closure Rail Side Worn (S) (25 deg) YD 11 SW 151
YARD W Running Rall / Stock Rail Top Worn SW 161 363+60-363+30
YARD W Tie Saver Pad Missing YD 2 SW 163 363+10

YARD W Contact Rail Burnt/Mismatched SW 163 363+10
YARD W Coverboard Bracket Bent YD 1 SW 167A

YARD W Stock Rail/Switch Point (33 deg) YD 1 SW 167A
YARD'W Frog Side Worn SW 167A (27Deg)

YARD W Closure Rail Side Worn (27-34 Deg) SW 167A

YARD W Frog Bolt Loose (3) SW 167B "

YARD W Rail Side Worn (29 deg) YD 15 SW 171A 366+80

YARD W Contact Rall Bracket Disconnected SW 171 A 366+85

YARD W Contact Rail End Approach Burnt/Mismatch YD 1 SW 171B 362+

YARD W Frog Point/Riser Worn YD 15 SW I9A

(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
Tri-Monthly Yard SWINSP Track 2,3,4

(YARD) METRO MIOW WEEKLY TRACK INSPECTION WALKING
[YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING

WABYARDSW141
WABYARDSW143
WABYARDSW151
WABYARDSW151
WABYARDSW151
WABYARDSW161
WABYARDSW163
WABYARDSW163
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSWI167A
WABYARDSW167B
WABYARDSW171A
WABYARDSW171A
WABYARDSW1718B
WABYARDSW19A

MONITOR
MONITOR
MONITOR
MONITOR
MONITOR
MONITOR
APPR
APPR
APPR
MONITOR
APPR
MONITOR
APPR
MONITOR
APPR
APPR
MONITOR
COMP
APPR
APPR
APPR
APPR
APPR

11/7/2017

8/19/15 8:01 AM
7/21/15 2:17 PM

12/27/13 11:28 AM

6/20/17 7:12 AM
7/21/15 6:10 PM
7/22/15 2:39 PM
7/22/15 5:59 AM
7/21/15 2:01 PM
7/21/15 5:33 PM
7/24/15 11:15 AM
7/21/15 11:53 AM
7/24/15 5:00 PM
10/9/15 2:53 PM
8/19/15 8:02 AM
4/28/17 2:29 PM
7/21/15 2:06 PM
7/21/15 12:15 PM
10/27/17 4:19 AM
11/3/17 4:16 AM
9/22/17 4:20 AM
9/22/17 4:20 AM
10/20/17 4:17 AM
5/15/17 4:17 AM



Work Order Tracking (Tr)

1

Work Order Tracking (Tr)
Query ¥  Find Work Order @& -
ListView  Work Order  Plans  Actuals  Activities

Measurements

Page 1 of 1

Axle Configuration

Related Records

Work Order: 3173672 (YARD) METRO MOW WEEKLY TRACK INSPECTION WAI| | Atiachments 5
Classification: MTA \METRO Site: ME1
Classification Description: MTA - METRO Failure Class::
Asset: L4 Problem Code:
Alias: Priority:|
Location: CHAIN_MARK Metro Chain Markers L3 Asset/Location Priority: |
Work Location: L Is Task?
Work Type: PM Parent WO: l
Status: APPR Warranty Situation Present: N
Status Date: 11/18/17 12:58:42 PM Maintenance Alert?
Reported By: %MTAC,RON 7 o 7 Repair Order?
Phone: Has Follow-up Work?
Reported Date: 11/17/17 04:18:28 AM [,
Quick PM?
On Behalf Of:
Consist: l_,}
Asset Details 8 Costs
Year: Total Planned Cost: 0.00

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=868&csrftoken=... 11/18/2017



§ .QZ>N<F>ZU DEPARTMENT OF TRANSPORTATION.

MARYLAND TRANSIT ADMINISTRATION

RIGHT OF WAY TRACK INSPECTION REPORT

Inspection Date: 11/25/17 Inspection Area: YARD I walking [_]Riding * Parent WO # 3173672
Item Exception Chain Marker Number Track Position Switch Exception Codes Priority Alias
From To No. No. Component Defect 1-5
1 2 South TMWY165 TO9 069 2 TMWY165
2
3
4
5
6
7
Use Priority Coding: 'HH B
EXCEPTION REMARKS
1 |[Self guarded frog; raised guard worn 3/16 Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
Child WO #
Inspection Completed? Yes [l No [ If No, Why?
Michael Alchin é\&r\\ m\ &N
Track Inspector (Print) Track Inspéctor (Signature)
Track Inspector (Print, Track Ins, nature
’ e Richard Nelson . |,.s \\ M@ ; \\\ \\\.&t \\
Watchman (Prnt) Watchman (Signature)
Date

Pag.

* A slow speed (less than 5 mph) rail vehicle

section




wbepsiett -

Work Order
2822765
258 5
2121276
2742130
2122230
2111268
2812577
2083467
2013754
2014036
3066872
3084714
2044184
2041945
2122224
2122222
2017701
2017700
2014138
2014102
2013969
29 9
2122,21
2220249
2013802
2122219
2017797
2051507
2900896

2017769
2017767
2861618
2404826
2017790
2014158
2013931
2966284
2014925
2061567
2061562
2013930
201

2966463

Page 1

Description

YARD E Standard Joint Bolt Missing 345+50

YARD E Frog Side Worn 346+00

YARD E Contact Rail End Approach Mismatch YD 7 346+65

YARD E Contact Rail End Approach Mismatch 348+00 YD 2

YARD E Rail Side Worn (32 deg) YD 11

YARD W Contact Rail End Approach Top Worn YD 11 W 362+00
YARD W Self Guarded Frog Side Worn 364+00

YARD W Mono Block Tie Cracked YD 15 366+80

YARD W Coverboard / Splice Plate YD 1 368+80

YARD W :Out of Surface YD 1 369+20-366+70

YARD E Hand Railing Missing YD 1 373+50-373+75

YARD Insulator Cup Broken 373+68

YARD W Rail Side Worn (S) YD 1 372+80-374+30

YARD E Stock Rail Side Worn (22 Deg) SW 101

YARD E Rail Top Worn (S) SW 101 344+60 - 345+00

YARD E Stack Rail Top Worn (S) SW 10T 3444+45-3444+65.

YARD E Standard Joint Mismatch (S) YD 11 SW 101 344+25

YARD E Standard Joint Mismatched (S) SW 101 344+50

YARD E Standard Joint Battered (N) SW 101

YARD E Contact Rail Anchor Cotter Pin Missing SW 101 334+20
YARD E Stock Rail Wide Gauge Ahead of Bend ( Exceeds 57") SW 101
YARD E Ties Cracked (3) YD 11 344+20 SW 101

YARD E Rail Top Worn SW 103 o

YARD E RH Heel Block Bolt Loose (2) (N} SW 103

YARD E Closure Rail Plate Broken (N) YD 3 SW 103

YARD E Stock Rail Top Worn SW 103 345 - 345+50E

YARD E Conerete Tie Cracked (1) YD 11 SW 107

YARD E Switch Point/Closure Rail Side Worn (25 Deg) YD 3 SW 111
YARD E Closure/Stock/Switch Point/Frog Side Worn YD 3 (29 Deg)

YARD E LH Stock Rail/Switch Point Side Worn {22 deg) YD 6 SW 117
YARD E LH Stock Rail Side Worn {22 deg) YD 6 SW 119

YARD E Stock / Running Rail Side Worn (N) (29 Deg) YD1 SW 127A
YARD E Switch Poiint/Rail Side Worn YD 1 SW 127 A

YARD E Concrete Tie Cracked/Split (3) YD 1 SW 127A

YARD E Concrete Ties Cracked (5) YD 2 SW 1278 347+90

YARD E Contact Rail Insulator Cup Missing YD 2 SW 127B

YARD M Ties Cracked (9) YD 1 SW 129A CM 354

YARD W Running Rail Tie Saver Pad Missing YD 2 SW 133B

YARD W Standard Joint Bolt Missing YD 2 SW 133B

YARD W Standard Joint Bolt Missing (2) YD 1 135A

YARD W Contact Rail Approach Mismatch/Burnt SW 137 362+00
YARD W Closure Rail Tie Saver Pad Missing YD 3 SW 137

YARD W Stock / Closure / Sw Pt Side Worn {31Deg) YD 13 SW 139

Work Location
345W

346W

346W

348W

349W

362W

364W

366W

368W

369W

373w

373w

373W
WABYARDSW101
WABYARDSW101
WABYARDSW10T
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW101
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW103
WABYARDSW107
WABYARDSW111
WABYARDSW113

WABYARDSW117
WABYARDSW119
WABYARDSW127A
WABYARDSW127A
WABYARDSW127A
WABYARDSW1278B
WABYARDSW127B
WABYARDSW129A
WABYARDSW133B
WABYARDSW133B
WABYARDSW135A
WABYARDSW137
WABYARDSW137
WABYARDSW139

Status
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
MONITOR
MONITOR
MONITOR
MONITOR
APPR
MONITOR
APPR
APPR
APPR
APPR
MONITOR
APPR
APPR
MONITOR
APPR
MONITOR
APPR

MONITOR
MONITOR
MONITOR
MONITOR
APPR
APPR
APPR
APPR
APPR
APPR
APPR
MONITOR
APPR
MONITOR

11/20/2017

Reported Date

3/14/17 12:00 PM
9/22/16 7:26 AM
10/9/15 3:02 PM
1/16/17 9:02 PM

10/10/15 5:44 AM
10/2/15 8:18 AM

3/7/17 8:02 AM
9/12/15 9:38 AM

7/21/15 11:25 AM

7/21/15 3:12 PM

9/1/17 3:44 PM
9/15/17 3:28 PM
8/13/15 6:03 AM
8/11/15 3:00 PM

10/10/15 5:37 AM

10/10/15 5:25 AM
7/24/15 9:09 AM
7/24/15 9:05 AM
7/21/15 5:35 PM
7/21/15 5:12 PM
7/21/15 2:23 PM

12/27/12 3:00 PM

10/10/15 5:22 AM

12/18/15 1:52 PM

7/21/15 12:01 PM

10/10/15 5:11 AM

7/24/15 12:18 PM
8/19/15 7:58 AM

5/5/17 8:52 AM

7/24/15 11:11 AM
7/24/15 11:10 AM
4/8/17 2:51 PM
5/10/16 10:57 AM
7/24/15 11:41 AM
7/21/15 6:08 PM
7/21/15 2:09 PM
12/27/12 3:00 PM
7/22/15 5:52 AM
8/27/15 3:17 PM
8/27/15 3:10 PM
7/21/15 2:09 PM
7/22/15 5:49 AM
6/22/17 7:52 AM



wbennett

2051509
2013961
2014159
2963736
2962855
2015370
2014930
2013914
2017772
2014136
2013790
2966276
2121272
2887238
2051516
2013920
2013817
3173672
3093369

Page 2
YARD: W Switclr Point Side Worn (S} Yd 5 SW 4t )3
YARD W Switch Point Side Worn (S) YD 5 SW 143 24 LS 55
YARD W Closure Rail Side Worn (S} (25 deg) YD 11 SW 151
YARD W Curve Stock Rail Side Worn (26 deg) YD11 SW 151
YARD W Switch Point Side Worn (N) (26 deg) YD11 SW 151
YARD W Running Rail / Stock Rail Top Worn SW 161 363+60-363+30

P2

YARD W Tie Saver Pad Missing YD 2 SW 163 363+10 /47 )T ) &uti
< lo Sl

YARD W Contact Rail Burnt/Mismatched SW 163 363+10

YARD W Stock Rail/Switch Point (33 deg) YD 1 SW 167A Sidy (Woda
YARD W Coverboard Bracket Bent YD 1 SW 167A § 'R &atectind
YARD W Frog Side Worn SW 167A (27Deg)

YARD W Closure Rail Side Worn (27-34 Deg) SW 167A

YARD W Frog Bolt Laase {3) SW 167B

YARD W Contact Rail Bracket Disconnected SW 171 A 366+85

YARD W Rail Side Worn (29 deg) YD 15 SW 171A 366+80

YARD W Contact Rail End Approach Burnt/Mismatch YD 1 SW 171B 362+
YARD W Frog Point/Riser Worn YD 15 SW 19A

(YARD) METRO MOW WEEKLY TRACK INSPECTION WALKING
Tri-Monthly Yard SWINSP Track 2,3,4

WABYARDSWIAT
WABYARDSW143
WABYARDSW151
WABYARDSW151
WABYARDSW151
WABYARDSW161
\WABYARDSW163
WABYARDSW163
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSW167A
WABYARDSW167B
WABYARDSW171A
WABYARDSW171A
WABYARDSW171B
WABYARDSW19A

/‘ S’ ‘S\:d {ff-f"/ %ﬁ /yz.,)(p_f it /éiw '!-If 6;“4,&'*}1’ Var, 214

MONITOR

MONITOR
MONITOR
MONITOR
MONITOR
MONITOR
APPR
APPR
MONITOR
APPR
APPR
MONITOR
APPR
APPR
MONITOR
APPR
MONITOR
APPR
APPR

"11/204201:

8/19/15 8:0% AM
7/21/15 2:17 PM
7/21/156 M
6/20/17 7:12 AM

12/27/13 11:28 AM

7/22/15 2:39 PM
7/22/15 5:59 AM
7/21/15 2:01 PM
7/24/15 11:15 AM
7/21/15 5:33 PM
7/21/15 11:53 AM
7/24/15 5:00 PM
10/9/15 2:53 PM
4/28/17 2:29 PM
8/19/15 8:02 AM
7/21/15 2:06 PM
7/21/15 12:15 PM
11/17/17 4:18 AM
9/22/17 4:20 AM



